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Substrate preparation step —S5101
Silver-plated layer formation step — 5102
Reflector formation step —S103
Chip mounting step — 5104

Silver sulfidation prevention material application step 5105

Drying step ——S106

Wire-bonding step —S107

Transparent sealing resin filling step —~-S5108
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Fig.8
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Substrate preparation step —~ 5201
Silver-plated layer formation step —- 5202
Reflector formation step — 5203

Silver sulfidation prevention material application step —S204

Drying step —~— 5205
Chip mounting step — 5206
Wire-bonding step — 5207

Transparent sealing resin filling step —35208




U.S. Patent May 10, 2016 Sheet 10 of 12 US 9,334,573 B2




U.S. Patent May 10, 2016 Sheet 11 of 12 US 9,334,573 B2

Fig.11

Substrate preparation step —~ 5301

Silver-plated layer formation step —— 5302

Silver suifidation prevention material application step —S303

Drying step —— 5304
Reflector formation step — 5305
Chip mounting step —- 8306
Wire-bonding step — 8307

Transparent sealing resin filling step — 5308
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LAYERED SILICATE SILVER SURFACE
TREATMENT AGENT, SULFIDATION
PREVENTION FILM AND LIGHT-EMITTING
DEVICE WITH TREATED SILVER LAYER

TECHNICAL FIELD

The present invention relates to a surface treatment agent
for preventing various kinds of silver or silver alloy from
discoloring (corroding), an example of which is a surface
treatment agent for preventing silver or silver alloy used in
electronic components, lighting devices such as light-emit-
ting diodes, silver-deposited surfaces thereof in particular,
from discoloring (corroding). The present invention also
relates to a light-emitting device comprising a substrate hav-
ing silver or silver alloy and a light-emitting diode.

BACKGROUND ART

Silver and silver alloy have been in use for a long time as
noble metals by utilizing their excellent optical and electro-
chemical properties for ornaments, coins, tableware, elec-
tronic materials, lighting devices, and dental materials. There
have recently been rapidly increasing demands for them as
reflecting materials for light-emitting diodes (LED). The
light-emitting diodes have been in use as light sources replac-
ing fluorescent lamps or incandescent light bulbs for lighting
devices, automobile lights, and the like, while these light-
emitting devices provide a substrate with a light-reflecting
layer such as a silver-plated layer, so as to improve light
extraction efficiency.

However, silver and silver alloy are chemically so unstable
that they tend to react easily with oxygen in the air, moisture,
hydrogen sulfide, sulfurous acid gas, and the like, thereby
producing silver oxide and silver sulfide, which blacken the
silver surface by discoloring (corroding).

As a method for preventing silver from discoloring (cor-
roding) as such, organic corrosion inhibitors, for example,
have been proposed (see, for example, Patent Literatures 1
and 2). However, these organic corrosion inhibitors have a
drawback that they are less resistant to ultraviolet rays and
likely to discolor when exposed to the ultraviolet rays for a
long period of time. The light-emitting diodes used for light-
ing devices and automobiles employ near-ultraviolet rays,
which make it difficult to apply the organic corrosion inhibi-
tors.

As a material replacing the organic corrosion inhibitors, a
modified silicone material having high gas sealability and
ultraviolet resistance has been proposed to be applied as a
sealing material for light-emitting diodes (see, for example,
Patent Literature 3).

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Patent Application Laid-Open
No. H10-158572

Patent Literature 2: Japanese Patent Application Laid-Open
No. 2004-238658

Patent Literature 3: Japanese Patent Application Laid-Open
No. 2010-248413

SUMMARY OF INVENTION
Technical Problem

However, the modified silicone material has poor mallea-
bility. When it is used as a sealing material for a light-emitting
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diode, heat occurring upon driving generates a stress, thereby
peeling it off. This lowers the gas sealability, which makes it
hard to apply to light-emitting diodes.

It is an object of the present invention to provide a silver
surface treatment agent which is excellent in preventing silver
from discoloring (corroding) and can provide a silver surface
with superb resistance to discoloring. It is another object of
the present invention to provide a light-emitting device hav-
ing a silver-plated layer which is excellent in resistance to
discoloring.

Solution to Problem

The present invention provides a silver surface treatment
agent containing a layered silicate compound.

The silver surface treatment agent of the present invention
can form a film which is excellent in preventing silver from
discoloring (corroding) and capable of providing a silver
surface with superb resistance to discoloring. In particular,
the silver surface treatment agent of the present invention can
form a film which is excellent in resistance to sulfidation.

Preferably, from the viewpoint of resistance to discoloring,
the layered silicate compound has an average longer side
length of at least 30 nm but not exceeding 50000 nm.

The present invention also provides a substrate having a
silver-plated layer; a light-emitting diode mounted on the
substrate; and a film, provided on a surface of the silver-plated
layer, containing a layered silicate compound.

The light-emitting device of the present invention can have
a silver-plated layer which is excellent in resistance to discol-
oring.

Advantageous Effects of Invention

The present invention can provide a silver surface treat-
ment agent which is excellent in preventing silver from dis-
coloring (corroding) and capable of providing a surface of
silver with superb resistance to discoloring. The present
invention can also provide a light-emitting device having a
silver-plated layer which is excellent in resistance to discol-
oring.

The silver surface treatment agent in accordance with the
present invention is excellent in preventing silver or silver
alloy from discoloring (corroding) and can provide a silver-
deposited surface, in particular, with superb resistance to
discoloring. The silver surface treatment agent in accordance
with the present invention can prevent silver used in elec-
tronic components, lighting devices such as light-emitting
diodes, and the like, for example, silver-deposited surfaces in
particular, from discoloring (corroding).

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1is a diagram for explaining a longer side length of a
layered silicate compound;

FIG. 2 is a sectional view of a light-emitting device;

FIG. 3 is a plan view of the light-emitting device illustrated
in FIG. 2;

FIG. 4 is a flowchart illustrating a method for manufactur-
ing the light-emitting device in accordance with a first
embodiment;

FIG. 5 is a set of sectional views of the light-emitting
device after a step of applying a silver surface treatment agent
in accordance with the embodiment;

FIG. 6 is a set of sectional views of the light-emitting
device after a drying step;
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FIG. 7 is a set of sectional views of the light-emitting
device after a transparent sealing resin filling step;

FIG. 8 is a conceptual diagram for explaining a structure of
a silver sulfidation prevention film formed from the silver
surface treatment agent in accordance with the embodiment;

FIG. 9 is a flowchart illustrating a method for manufactur-
ing the light-emitting device in accordance with a second
embodiment;

FIG. 10 is a sectional view of the light-emitting device
manufactured by the method of FIG. 9;

FIG. 11 is a flowchart illustrating a method for manufac-
turing the light-emitting device in accordance with a third
embodiment; and

FIG. 12 is a sectional view of the light-emitting device
manufactured by the method of FIG. 11.

DESCRIPTION OF EMBODIMENTS

The silver surface treatment agent in accordance with an
embodiment contains a layered silicate compound.

Silver to which the surface treatment agent in accordance
with the embodiment is applied encompasses silver alloy.

Laminating a layered silicate compound having a flat pla-
nar form on silver surfaces can exert gas sealability against
gases such as hydrogen sulfide, for example, and can provide
the silver surfaces, such as silver-deposited surfaces in par-
ticular, with excellent resistance to discoloring. The silver
surface treatment agent of the embodiment can form sulfida-
tion prevention films on the silver surfaces.

The inventors consider that the above-mentioned effects
are obtained because of the following reason. The layered
silicate compound has a planar form and has such a property
as to swell when mixed with a solvent such as water and
alcohol and disperse into the solvent. Applying the silver
surface treatment agent of the embodiment, which contains
the layered silicate compound, onto the silver surface and
then removing the solvent therefrom can laminate particles of
the layered silicate compound on the silver surface. This, the
inventors think, has succeeded in forming a film which is
excellent in blocking the hydrogen sulfide gas, which causes
silver to discolor, in the air.

Examples of the layered silicate compound include smec-
tites such as stevensite, hectorite, saponite, montmorillonite,
and beidellite and mica. They may be used singly or in com-
bination of two or more kinds.

The above-mentioned compound can more effectively
exert gas sealability against hydrogen sulfide and the like
when laminated on the silver surface while having a flat plate
form with a thickness of 1 nm to 30 nm and an average longer
side length of 30 to 50000 nm.

From the viewpoint of gas sealability against hydrogen
sulfide and the like, the layered silicate compound has an
average longer side length which is preferably 30 to 50000
nm, more preferably 100 to 50000 nm, further preferably 100
to 20000 nm. From the viewpoint of keeping the gas sealabil-
ity and the original luster of silver, the average longer side
length is preferably 100 nm to 5000 nm.

By the longer side length of the layered silicate compound
is meant, when a flat sheet-like particle is seen from the upper
side of a perpendicular thereto as illustrated in FIG. 1, the
maximum length Lmax of a longer side of a rectangle 110
circumscribing this particle 100, which can be measured by
using a transmission electron microscope, for example. By
the average longer side length is meant, in a substrate having
a layered silicate oxide compound formed thereon by apply-
ing a solution containing the layered silicate oxide compound
and removing its solvent, a value obtained by averaging the
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longer side lengths of all the particles in an image of a trans-
mission electron microscope photograph within an area of
100 pm (1.)x100 um (W) at a center part thereof. As a method
for automatically determining the average longer side length,
image analysis software for two-dimensional images (Ryushi
Kaiseki Ver 3.5 manufactured by NSST) may also be used.

From the viewpoint of obtaining a gas barrier function, the
thickness of'the layered silicate compound is preferably 1 nm
to 30 nm, more preferably 1 nm to 20 nm, further preferably
1 nm to 10 nm. The thickness is a value measured by an
atomic force microscope or X-ray small angle scattering.

The silver surface treatment agent of the embodiment may
further comprise a second silicate compound other than the
above-mentioned layered silicate compound. This can
improve the adhesion between silver and particles of the
layered silicate compound, thereby yielding a higher level of
gas sealability. Such effects, the inventors think, are caused by
the fact that the second silicate compound contained can
mitigate stresses at interfaces between silver and particles of
the layered silicate compound, thereby improving the adhe-
sive force.

As the silicate compound, at least one kind of water glass
represented by the following general formula (I) may be used
favorably:

M,0.#Si0, o)

where n=0.5 to 4.0, and M is an alkali metal of Li, Na, or K.

As the above-mentioned water glass, those listed in Japa-
nese Industrial Standards (JIS K1408) may be used.

Preferably, the solid mass ratio between the layered silicate
compound and the second silicate compound in the silver
surface treatment agent in accordance with the embodiment is
such that the layered silicate compound/second silicate com-
pound=99/1 to 1/99. Here, the solid mass ratio is the mass
ratio in the solid state containing no solvent and the like.

The solid mass ratio between the layered silicate com-
pound and second silicate compound falling within the range
mentioned above can yield with a favorable balance the effect
of improving the adhesion to silver and thereby restraining
gases such as hydrogen sulfide from transmitting through the
bonding interfaces and the effect of blocking the gases by the
layered silicate compound, thus attaining a higher level of the
effect of restraining silver from discoloring.

From the viewpoint of improving the adhesion to silver and
the gas sealability against hydrogen sulfide and the like, the
solid mass ratio between the layered silicate compound and
the second silicate compound is more preferably such that the
layered silicate compound/second silicate compound=95/5to
5/95, further preferably 80/20 to 20/80.

The silver surface treatment agent in accordance with the
embodiment may contain a solvent. Water may be used favor-
ably as the solvent, while polar solvents such as methanol,
ethanol, and propanol can also be used.

From the viewpoint of film formability and the sealability
against the hydrogen sulfide gas causing silver to discolor, the
solid component concentration in the silver surface treatment
agent in accordance with the embodiment is preferably 0.005
mass % to 2 mass %, more preferably 0.01 mass %to 1.5 mass
%, further preferably 0.05 mass % to 1 mass %.

By using the silver surface treatment agent in accordance
with the embodiment, a film constituted by a solid component
contained in the surface treatment agent can be formed on a
surface of silver or silver alloy. This film is excellent in
blocking the hydrogen sulfide gas and can function as a silver
sulfidation prevention film.

Specifically, after applying the silver surface treatment
agent in accordance with the embodiment onto silver or silver
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alloy, the solvent is removed, whereby a film including the
layered silicate compound contained in the surface treatment
agent can be formed on silver or silver alloy. When the surface
treatment agent contains the second silicate compound, a film
including the layered silicate compound and second silicate
compound can be formed on silver or silver alloy.

Preferably, the above-mentioned film is constituted by the
layered silicate compound or the layered silicate compound
and second silicate compound, whose organic matter content
is less than 0.5%.

As amethod for applying the silver surface treatment agent
in accordance with the embodiment, techniques such as bar
coating, dip coating, spin coating, spray coating, and potting,
for example, may be used favorably.

As a method for removing the solvent from the coating of
the silver surface treatment agent in accordance with the
embodiment, drying may be used favorably, while the drying
temperature is not limited in particular as long as it is at room
temperature or higher. Here, the room temperature falls
within the range from 20° C. to 25° C.

The present invention can provide silver or silver alloy
having a film constituted by a solid component contained in
the surface treatment agent of the above-mentioned embodi-
ment. [t can also provide a light-emitting device comprising a
substrate having the silver or sliver alloy and a light-emitting
diode. The light-emitting device may be sealed with a trans-
parent resin. An example of the transparent resin is a silicone
resin. The substrate having silver or silver alloy may have
irregularities on its surface, and silver and silver alloy may
have irregularities.

Preferred embodiments of methods for forming a silver
sulfidation prevention film and manufacturing a light-emit-
ting element using the silver surface treatment agent in accor-
dance with the embodiment will now be explained with ref-
erence to the drawings. The same or equivalent parts will be
referred to with the same signs in all the drawings.

First Embodiment

Before explaining the method for manufacturing a light-
emitting device in accordance with the first embodiment, the
structure of the light-emitting device manufactured by this
method will be explained with reference to FIGS. 2 and 3.

FIG. 2 is a sectional view of the light-emitting device. FIG.
3 is a plan view of the light-emitting device illustrated in FIG.
2. As illustrated in FIGS. 2 and 3, the light-emitting device 1
in accordance with the embodiment is one classified as a
surface mount type in general. The light-emitting device 1
comprises a substrate 10, a blue LED 30 bonded as a light-
emitting element to the front face of the substrate 10, a reflec-
tor 20 disposed on the front face of the substrate 10 so as to
surround the blue LED 30, and a transparent sealing resin 40
filling the reflector 20 so as to seal the blue LED 30. FIG. 3
does not depict the transparent sealing resin 40.

The substrate 10 has copper-plated sheets 14 laid out on the
front face of an insulating support 12, while silver-plated
layers 16 are formed on the front faces of the copper-plated
sheets 14. The silver-plated layers 16 serve as electrodes
which are arranged on the front face of the substrate 10 so as
to be electrically connected to the blue LED 30. The silver-
plated layers 16 may have any compositions as long as they
are plated layers containing silver. For example, the silver-
plated layers 16 may be formed by plating with silver alone or
with nickel and silver in this order. The copper-plated sheet 14
and silver-plated layer 16 on the anode side are insulated from
those on the cathode side. The copper-plated sheet 14 and
silver-plated layer 16 on the anode side may be insulated from
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those on the cathode side by separating them from the latter
and inserting an insulating layer made of a resin, ceramics,
and the like therebetween as appropriate, for example.

The blue LED 30 is die-bonded to one of the silver-plated
layers 16 on the anode and cathode sides, so as to be electri-
cally connected to the silver-plated layer 16 through a die-
bond material 32. The blue LED 30 is wire-bonded to the
other of the silver-plated layers 16 on the anode and cathode
sides, so as to be electrically connected to the silver-plated
layer 16 through a bonding wire 34.

The reflector 20 is to be filled with the transparent sealing
resin 40 for sealing the blue LED 30 and reflects light emitted
from the blue LED 30 to the front side of the light-emitting
device 1. The reflector 20 is erected on the surface of the
substrate 10 so as to surround the blue LED 30. That is, the
reflector 20 comprises an inner peripheral surface 20a which
rises from the front face 10a of the substrate 10 so as to
surround the blue LED 30 as a circle in planar view (see FIG.
3) forming an inner space 22 containing the blue LED 30
therewithin, a top surface 206 extending from a front-side
edge of the inner peripheral surface 204 to the opposite side of
the inner space 22, and an outer peripheral surface 20c falling
from an outer edge of the top surface 205 onto the front face
104 of the substrate 10 as a rectangle in planar view (see FIG.
3). While the forms of the inner and outer peripheral surfaces
20a, 20c¢ are not restricted in particular, it is preferred for the
inner peripheral surface 20a to be formed into a circular
truncated cone (funnel) which increases its diameter with
distance from the substrate 10 from the viewpoint of improv-
ing the illuminance of the light-emitting device 1, and it is
preferred for the outer peripheral surface 20c¢ to be formed
into a quadrangle perpendicular to the substrate 10 from the
viewpoint of improving the degree of integration of the light-
emitting device 1. The drawings illustrate, as an example of
forms of the inner peripheral surface 20a, one in which the
lower part located on the substrate 10 side is perpendicular to
the substrate 10, while the upper part located on the opposite
side of the substrate 10 increases its diameter with distance
from the substrate 10.

The reflector 20 is constructed by a cured product of a
thermosetting resin composition containing a white pigment.
Preferably, from the viewpoint of easiness to form the reflec-
tor 20, the thermosetting resin composition is pressure-mold-
able at room temperature (25° C.) before being thermally
cured.

Various kinds of resins such as epoxy, silicone, urethane,
and cyanate may be used as thermosetting resins contained in
the thermosetting resin composition. In particular, epoxy res-
ins are preferred because of their superior adhesion to various
materials.

As the white pigment, alumina, magnesium oxide, anti-
mony oxide, titanium oxide, or zirconium oxide may be used.
Among them, titanium oxide is preferred from the viewpoint
of light reflectivity. Inorganic hollow particles may also be
used as the white pigment. Specific examples of the inorganic
hollow particles include sodium silicate glass, aluminum sili-
cate glass, sodium borosilicate glass, and volcanic ash.

The transparent sealing resin 40 fills the inner space 22
formed by the inner peripheral surface 20a of the reflector 20,
s0 as to seal the blue LED 30. The transparent sealing resin 40
is made of a transparent sealing resin which transmits light
therethrough. The transparent sealing resin includes semi-
transparent ones as well as completely transparent ones. Pre-
ferred as the transparent sealing resin is one having a modulus
of elasticity of 1 MPa or lower at room temperature (25° C.).
Preferably, from the viewpoint of transparency, silicone res-
ins or acrylic resins are employed in particular. The transpar-
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ent sealing resin may further comprise an inorganic filler
which diffuses light and a fluorescent substance 42 which
produces white light as being pumped with the blue light
emitted from the blue LED 30.

In the light-emitting device 1 in accordance with this
embodiment, the silver-plated layers 16 are covered with a
silver sulfidation prevention film 50, while the transparent
sealing resin 40 and the reflector 20 are joined to each other.

The silver sulfidation prevention film 50, which covers the
silver-plated layer 16 so as to restrain the silver-plated layer
16 from being sulfurized, is formed from the above-men-
tioned silver surface treatment agent of the embodiment.
Since the silver surface treatment agent contains the layered
silicate compound, a film having a long gas pass route and
thus being excellent in gas barrier property is formed as
illustrated in FIG. 8, whereby a superb gas barrier property
can be obtained.

The thickness of the silver sulfidation prevention film 50 is
preferably at least 0.01 pm but not exceeding 1000 pm, more
preferably at least 0.03 um but not exceeding 500 pm, further
preferably at least 0.05 um but not exceeding 100 pm, fur-
thermore preferably atleast 0.05 pm but not exceeding 10 um,
particularly preferably at least 0.05 um but not exceeding 1
um. The silver sulfidation prevention film 50 having a thick-
ness of at least 0.01 pm but not exceeding 1000 um can attain
the resistance to discoloring for the silver-plated layer 16 and
the transparency of the silver sulfidation prevention film 50 at
the same time. These effects can further be improved by
making the silver sulfidation prevention film 50 have a thick-
ness of atleast 0.03 um but not exceeding 500 um, at least 0.05
um but not exceeding 100 um, at least 0.05 um but not exceed-
ing 10 um, or at least 0.05 um but not exceeding 1 um. Since
the silver sulfidation prevention film 50 is formed from the
silver surface treatment agent of the embodiment, cracks are
hard to occur even at the thickness mentioned above.

The film thickness may be adjusted by changing the solvent
content in the silver surface treatment agent so as to regulate
the layered silicate compound concentration as appropriate,
for example. The film thickness may also be adjusted by the
amount of the silver surface treatment agent and the number
of dropping operations.

From the viewpoint of improving the sulfidation preven-
tion performance of the silver surface treatment agent, the
layered silicate compound content in the silver sulfidation
prevention film 50 based on the whole amount of the silver
prevention film is preferably at least 5 mass %, more prefer-
ably at least 10 mass %, further preferably at least 80 mass %,
furthermore preferably at least 90 mass %, particularly pref-
erably 100 mass %.

A method for manufacturing the light-emitting device 1 in
accordance with the first embodiment will now be explained.

FIG. 4 is a flowchart illustrating the method for manufac-
turing the light-emitting device 1 in accordance with the first
embodiment. At first in the method for manufacturing the
light-emitting device, as illustrated in FIG. 4, the insulating
support 12 having the copper-plated sheets 14 laid out on the
front face is prepared as a substrate preparation step (step
S101), and the silver-plated layers 16 are formed on the
copper-plated sheets 14 as a silver-plated layer formation step
(step S102).

Subsequently, the reflector 20 is formed on the front face of
the substrate 10 as a reflector formation step (step S103), and
the blue LED 30 is mounted on the substrate 10 as a chip
mounting step (step S104). The blue LED 30 is mounted to
the substrate 10 by die-bonding the blue LED 30 to one of the
silver-plated layers 16 on the anode and cathode sides in the
inner space 22 surrounded by the reflector 20. This electri-
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cally connects the LED 30 to one of the silver-plated layers 16
on the anode and cathode sides through the die-bond material
32 and lets the blue LED 30 be surrounded by the reflector 20
and contained in the inner space 22.

Next, as a silver surface treatment agent application step
(step S105), the silver surface treatment agent of the embodi-
ment is applied to the silver-plated layers 16, so as to cover
them.

The silver surface treatment agent is applied at the silver
surface treatment agent application step (step S105), for
example, by dropping or spraying the silver surface treatment
agent from the front side of the substrate 10 to the inner space
22. Here, the amount of the silver surface treatment agent L.
dropped or sprayed is regulated such that at least all the
silver-plated layers 16 are covered with the silver treatment
agent L. In this case, for example, the silver surface treatment
agent L may be dropped or sprayed to the inner space 22 so as
to cover all over the silver-plated layers 16 and the blue LED
30 asillustrated in FIG. 5(a) or all over the silver-plated layers
16 and the blue LED 30 and a part of the inner peripheral
surface 20a of the reflector 20 as illustrated in FIG. 5(b).

Subsequently, as a drying step (step S106), the coating of
the silver surface treatment agent applied to the silver-plated
layer 16 is dried, so as to form the silver sulfidation prevention
film 50.

The drying step may be performed at a temperature at
which the solvent volatilizes; for example, when water is used
as the solvent, the temperature preferably falls within the
range of at least 30° C. but not exceeding 80° C., more
preferably at least 30° C. but not exceeding 70° C., further
preferably at least 30° C. but not exceeding 60° C. This
temperature range may be kept for atleast S min, for example,
and from the viewpoint of drying sufficiently, it is preferably
kept for at least 5 min but not exceeding the whole day, more
preferably at least 5 min but not exceeding 30 min.

Thus performing the drying step allows the silver surface
treatment agent L. illustrated in FIG. 5(a) to become the silver
sulfidation prevention film 50 covering all over the silver-
platedlayer 16 and blue LED 30 as illustrated in FIG. 5(a) and
the silver surface treatment agent L illustrated in FIG. 5(5) to
become the silver sulfidation prevention film 50 covering all
over the silver-plated layer 16 and blue LED 30 and a part of
the inner peripheral surface 20qa of the reflector 20 as illus-
trated in FIG. 6(5).

Preferably, after the above-mentioned drying step, the sil-
ver sulfidation prevention film 50 is fully dried at 150° C. for
30 min in this embodiment. This can further improve the
sulfidation prevention effect by narrowing gaps between clay
films.

As illustrated in FIG. 4, after the drying step (step S106)
ends, the blue LED 30 is subsequently wire-bonded to the
silver-plated layer 16 on the anode side or cathode side as a
wire-bonding step (step S107). Here, both ends of a wire are
bonded to the blue LED 30 and silver-plated layer 16, respec-
tively, so as to break through the silver sulfidation prevention
film 50 covering the blue LED 30 and silver-plated layer 16,
thereby electrically connecting the blue LED 30 and silver-
plated layer 16 to each other. The silver sulfidation prevention
film 50 can be broken through by adjusting the thickness of
the silver sulfidation prevention film 50, regulating the load of
abonding head for performing the wire-bonding, or vibrating
the bonding head, for example.

Next, as a transparent sealing resin filling step (step S108),
the inner space 22 formed by the inner peripheral surface 20a
of'the reflector 20 is filled with the transparent sealing resin 40
containing the fluorescent substance 42. This makes the trans-
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parent sealing resin 40 (transparent sealing unit) seal the blue
LED 30 and silver-plated layers 16.

Thus performing the transparent sealing resin filling step
allows the light-emitting device 1 illustrated in FIG. 6(a) to
become the light-emitting device 1 in which the silver-plated
layers 16 and blue LED 30 are sealed with the transparent
sealing resin 40 while all of the silver-plated layers 16 and
blue LED 30 are covered with the silver sulfidation preven-
tion film 50 as illustrated in FIG. 7(a) and the light-emitting
device 1 illustrated in FIG. 6() to become the light-emitting
device 1 in which the silver-plated layers 16 and blue LED 30
are sealed with the transparent sealing resin 40 while all of the
silver-plated layers 16 and blue LED 30 and a part of the inner
peripheral surface 204a of the reflector 20 are covered with the
silver sulfidation prevention film 50 as illustrated in FIG.
7(b).

Thus, in the method for manufacturing the light-emitting
device 1 in accordance with the first embodiment, the silver-
plated layers 16 are covered with the silver surface treatment
agent of the embodiment, and then the coating of the silver
surface treatment agent is dried, so as to form the silver
sulfidation prevention film 50 in which the layered silicate
compound contained in the silver surface treatment agent is
laminated, thereby covering the silver-plated layers 16 with
the silver sulfidation prevention Elm 50. This can form the
silver sulfidation prevention film 50 that can appropriately
cover the silver-plated layers 16.

Dropping or spraying the silver surface treatment agent of
the embodiment to the inner space 22 of the reflector 20
provided in the light-emitting device 1 can easily form the
silver sulfidation prevention film covering the silver-plated
layers.

Second Embodiment

The second embodiment will now be explained. The
method for manufacturing the light-emitting device in accor-
dance with the second embodiment is basically the same as
that in accordance with the first embodiment but differs there-
from only in the order of steps. Therefore, the following will
explain only the parts different from the method for manu-
facturing the light-emitting device in accordance with the first
embodiment, while omitting their common parts.

FIG. 9 is a flowchart illustrating the method for manufac-
turing the light-emitting device in the second embodiment.
FIG. 10 is a sectional view of the light-emitting device manu-
factured by the method of FIG. 9.

At first in the method for manufacturing the light-emitting
device 1 in accordance with the second embodiment, as illus-
trated in FIG. 9, a substrate preparation step (step S201), a
silver-plated layer formation step (step S202), and a reflector
formation step (step S203) are performed in this order as in
the first embodiment. Here, the substrate preparation step
(step S201), silver-plated layer formation step (step S202),
and reflector formation step (step S203) are the same as the
substrate preparation step (step S101), silver-plated layer for-
mation step (step S102), and reflector formation step (step
S103) of'the first embodiment, respectively.

Next, as a silver surface treatment agent application step
(step S204), the silver surface treatment agent of the embodi-
ment is applied to the silver-plated layers 16, so as to cover
them.

Subsequently, as a drying step (step S205), the coating of
the silver surface treatment agent applied to the silver-plated
layers 16 is dried, so as to form the silver sulfidation preven-
tion film 50. The drying step (step S205) may be performed as
with the drying step (step S106) of the first embodiment.
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Then, as a chip mounting step (step S206), the blue LED 30
is die-bonded to one of the silver-plated layers 16 on the
anode and cathode sides. Here, as in the wire-bonding step
(step S107) of the first embodiment, the blue LED 30 is
bonded to the silver-plated layer 16 so as to break through the
silver sulfidation prevention film 50 covering the silver-plated
layer 16, thereby electrically connecting the blue LED 30 and
silver-plated layer 16 to each other.

Thereafter, as a wire-bonding step (step S207), the blue
LED 30 is wire-bonded to the other of the silver-plated layers
16 on the anode and cathode sides. Here, since the silver-
plated layer 16 is covered with the silver sulfidation preven-
tion film 50, one end of a wire is bonded to the silver-plated
layer 16 so as to break through the silver sulfidation preven-
tion film 50 covering the silver-plated layer 16 as in the
wire-bonding step (step S107) of the first embodiment. On the
other hand, since the blue LED 30 is not covered with the
silver sulfidation prevention film 50, the other end of the
bonding wire 34 can be bonded to the blue LED 30 as usual.
This electrically connects the blue LED 30 to the silver-plated
layer 16.

Next, as step S208, a transparent sealing resin filling step is
performed.

Thus, by performing the chip mounting step after the silver
surface treatment agent application step and drying step, the
method for manufacturing the light-emitting device in accor-
dance with the second embodiment can manufacture the
light-emitting device 1 in which the blue LED 30 is not
covered with the silver sulfidation prevention film 50 as illus-
trated in FIG. 10. This makes it unnecessary for the silver
sulfidation prevention film 50 to be broken through when
bonding one end of the bonding wire 34 to the blue LED 30 in
the wire-bonding step as in the method for manufacturing the
light-emitting in accordance with the first embodiment.

Third Embodiment

The third embodiment will now be explained. The method
for manufacturing the light-emitting device in accordance
with the third embodiment is basically the same as that in
accordance with the first embodiment but differs therefrom
only in the order of steps. Therefore, the following will
explain only the parts different from the method for manu-
facturing the light-emitting device in accordance with the first
embodiment, while omitting their common parts.

FIG. 11 is a flowchart illustrating the method for manufac-
turing the light-emitting device in the third embodiment. F1G.
12 is a sectional view of the light-emitting device manufac-
tured by the method of FIG. 11.

At first in the method for manufacturing the light-emitting
device 1 in accordance with the third embodiment, as illus-
trated in F1G. 11, a substrate preparation step (step S301) and
a silver-plated layer formation step (step S302) are performed
in this order as in the first embodiment. Here, the substrate
preparation step (step S301) and silver-plated layer formation
step (step S302) are the same as the substrate preparation step
(step S101) and silver-plated layer formation step (step S102)
of the first embodiment, respectively.

Next, as a silver surface treatment agent application step
(step S303), the silver surface treatment agent of the embodi-
ment is applied to the silver-plated layers 16, so as to cover
them. Here, the silver surface treatment agent is preferably
applied to the whole front face of the substrate 10 formed with
the silver-plated layers 16 from the viewpoint of workability,
but may be applied so as to cover the silver-plated layers 16
alone.
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Subsequently, as a drying step (step S304), the coating of
the silver surface treatment agent applied to the silver-plated
layers 16 is dried, so as to form the silver sulfidation preven-
tion film 50. The drying step (step S304) may be performed as
with the drying step (step S106) of the first embodiment.

Then, as a reflector formation step (step S305), the reflector
20 is formed on the front face of the substrate 10. Here, when
the silver surface treatment agent is applied to the whole front
face of the substrate 10 at the silver surface treatment agent
application step (step S303), the reflector 20 is formed on the
front face of the silver sulfidation prevention film 50 covering
the front face of the substrate 10.

Thereafter, as a chip mounting step (step S306), the blue
LED 30 is die-bonded to one of the silver-plated layers 16 on
the anode and cathode sides. Here, as in the wire-bonding step
(step S107) of the first embodiment, the blue LED 30 is
bonded to the silver-plated layer 16 so as to break through the
silver sulfidation prevention film 50 covering the silver-plated
layer 16, thereby electrically connecting the blue LED 30 and
silver-plated layer 16 to each other.

Next, as a wire-bonding step (step S307), the blue LED 30
is wire-bonded to the other of the silver-plated layers 16 on
the anode and cathode sides. Here, since the silver-plated
layer 16 is covered with the silver sulfidation prevention film
50, one end of a wire is bonded to the silver-plated layer 16 so
as to break through the silver sulfidation prevention film 50
covering the silver-plated layer 16 as in the wire-bonding step
(step S107) of the first embodiment. On the other hand, since
the blue LED 30 is not covered with the silver sulfidation
prevention film 50, the other end of the bonding wire 34 can
be bonded to the blue LED 30 as usual. This electrically
connects the blue LED 30 to the silver-plated layer 16.

Subsequently, a transparent sealing resin filling step is
performed as step S308.

Thus, by performing the reflector formation step and chip
mounting step after the silver surface treatment agent appli-
cation step and drying step, the method for manufacturing the
light-emitting device in accordance with the third embodi-
ment can manufacture the light-emitting device 1 in which the
blue LED 30 is not covered with the silver sulfidation preven-
tion film 50 as illustrated in FIG. 12. This makes it unneces-
sary for the silver sulfidation prevention film 50 to be broken
through when bonding one end of the bonding wire 34 to the
blue LED 30 in the wire-bonding step as in the method for
manufacturing the light-emitting in accordance with the first
embodiment.

Though preferred embodiments of the present invention
are explained in the foregoing, the present invention is not
limited thereto.

While the above-mentioned embodiments are explained as
those adopting the blue LED 30 that generates blue light as a
light-emitting diode to be bonded to the light-emitting device
1, light-emitting diodes generating light other than the blue
light may also be employed.

The light-emitting devices 1 of the above-mentioned
embodiments are explained as being equipped with the
reflector 20 surrounding the blue LED, but may be free of the
reflector 20.

The silver surface treatment agent of the embodiment can
form a silver sulfidation prevention film which is excellent in
preventing silver from discoloring, in particular in preventing
silver from being sulfurized, and thus can attain sufficient
resistance to sulfidation also in light-emitting devices using
sulfur-containing compounds such as Y,0,S:Eu (red), ZnS:
Cu (green), ZnS: Ag (blue), and compounds set forth in Japa-
nese Patent Application Laid-Open No. HO8-085787 which
have conventionally been in use as fluorescent substances.
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The silver surface treatment agent of the embodiment is
applicable to not only the above-mentioned light-emitting
devices, but also to plasma displays, liquid-crystal displays,
and the like equipped with reflection prevention films con-
taining silver, for example.

EXAMPLES

The present invention will now be explained more specifi-
cally with reference to examples and comparative examples
but will not be limited to the following examples.

Example A-1

As alayered silicate compound, mica (ME-100 manufac-
tured by CO-OP Chemical Co., L.td.) was prepared. A 1 mass
% aqueous solution of this mica was produced and put into a
centrifuge (MX-301 manufactured by TOMY), so as to frac-
tionate a part of mica having an average longer side length of
30000 nm, and then water was removed therefrom. Distilled
water was added to 1 g of thus obtained mica so that they
attained a total weight of 100 g, and the resulting product was
mixed for 10 min at 2000 rpm and then degassed for 10 min
at 2200 rpm by using a planetary centrifugal mixer (ARE-310
manufactured by Thinky Corporation), so as to yield a surface
treatment agent containing 1 mass % of mica having an aver-
age longer side length of 30000 nm.

The average longer side length of the layered silicate was
determined by averaging the longer side lengths of all the
particles in an image within an area of 100 um (L)x100 pm
(W) at a center part of a silver substrate coated with the
surface treatment agent (after removing the solvent), which
will be explained later, by using a transmission electron
microscope (JEM-2100F manufactured by JEOL). Taken as
the longer side length of each particle was the maximum
length of a longer side of a rectangle circumscribing the
particle.

[Application of the Surface Treatment Agent onto the Sil-
ver Substrate)]

The surface treatment agent containing 1 mass % of mica
obtained above was applied by using a bar coater with a wet
thickness of 12 pm onto a silver substrate formed by vapor-
depositing silver having a thickness of 100 nm on a glass slide
made of soda glass and then stood still for 12 h at 22° C., so
as to remove the solvent, thereby yielding a silver substrate
having a mica film on a surface. Here, the wet thickness is the
thickness ofthe surface treatment agent immediately afteritis
applied before removing the solvent.

[Making of a Light-Emitting Device]

A light-emitting diode chip having a light-emitting wave-
length of 467.5 nm to 470 nm and a volume of 3.7 pul, was
connected onto a silver-plated substrate with a gold wire, so
as to make a light-emitting device. Subsequently, 0.2 mL of
the 1 mass % surface treatment agent was dropped on the
light-emitting diode by potting, i.e., with a dropper, and then
stood still for 12 h at 22° C., so as to remove the solvent,
thereby yielding a light-emitting device having a mica film on
the silver-plated substrate.

[Evaluation of Hydrogen Sulfide Gas Resistance of the
Silver Substrate Coated with the Surface Treatment Agent]|

First, the visible light reflectance at a wavelength of 550 nm
of'the silver substrate having the mica film on the surface was
measured by a spectrophotometer (V-570 manufactured by
JASCO Corporation) as “reflectance before hydrogen sulfide
exposure.” Next, the silver substrate having the mica film on
the surface was stood still for 96 h in a 10 ppm hydrogen
sulfide gas flow at 40° C., 90% RH (relative humidity), and
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then the visible light reflectance at the wavelength of 550 nm
was measured as “reflectance after hydrogen sulfide expo-
sure.” The reflectance drop ratio was determined by [reflec-
tance before hydrogen sulfide exposure]-[reflectance after
hydrogen sulfide exposure]=[reflectance drop ratio]. Table 1
lists the results.

[Evaluation of Hydrogen Sulfide Gas Resistance of the
Light-Emitting Device Coated with the Surface Treatment
Agent]

The light-emitting device having the mica film on the sur-
face was caused to emit light at a forward current of 20 mA
and a forward voltage of 3.3 V, and its light emission intensity
was measured at an exposure time of 30 ms by a multipho-
tometer (MCPD-3700 manufactured by Otsuka Electronics
Co., Ltd.) as “emission intensity before hydrogen sulfide
exposure.” Next, the light-emitting device having the mica
film on the surface was stood still for 96 h in a 10 ppm
hydrogen sulfide gas flow at 40° C., 90% RH (relative humid-
ity), and then the light-emitting device was caused to emit
light at the forward current of 20 mA and the forward voltage
of'3.3 V, while its light emission intensity was measured at an
exposure time of 30 ms by the multiphotometer as “emission
intensity after hydrogen sulfide exposure.” The emission
intensity maintenance ratio was determined by ([emission
intensity after hydrogen sulfide exposure]/[emission intensity
before hydrogen sulfide exposure])x100=[emission intensity
maintenance ratio]. Table 1 lists the results.
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treatment agent was made and evaluated as in Example A-1
except for using thus obtained mica.

Example A-4

A surface treatment agent was made and evaluated as in
Example A-1 except for using mica having an average longer
side length of 1000 nm (N'TS-5 manufactured by Topy Indus-
tries Ltd.).

Example A-5

A surface treatment agent was made and evaluated as in
Example A-1 except for using mica having an average longer
side length of 500 nm (NHT-B2 manufactured by Topy Indus-
tries Ltd.).

Example A-6

As alayered silicate compound, montmorillonite (Kunipia
F manufactured by Kunimine Industries Co., [.td.) was pre-
pared. A 1 mass % aqueous solution of this montmorillonite
was produced, and a part thereof having an average longer
side length of 5000 nm was fractionated by a centrifuge
(MX-301 manufactured by TOMY), and then water was

TABLE 1
Average Hydrogen  Hydrogen sulfide
longer side sulfide resistance of
length of resistance light-emitting
layered of silver device (emission
Layered silicate 2nd substrate intensity
silicate compound silicate (reflectance maintenance
compound (nm) compound drop ratio %) ratio %)
Example A-1 mica 30000 2 98
Example A-2  mica 20000 2 98
Example A-3  mica 10000 2 98
Example A-4  mica 1000 5 95
Example A-5  mica 500 5 95
Example A-6  montmorillonite 5000 5 95
Example A-7  montmorillonite 2000 5 95
Example A-8  montmorillonite 1000 5 95
Example A-9  stevensite 50 10 20
Example A-10  mica 10000 LSS35 5 95
Example A-11  montmorillonite 1000 LSS35 5 95
Example A-12  stevensite 50 LSS35 10 20
Example A-13  stevensite 20 20 80
Example A-14  stevensite 10 20 80
Comparative — — 60 40
Example A-1
Example A-2 removed therefrom. A surface treatment agent was made and

A surface treatment agent was made and evaluated as in
Example A-1 except for using mica having an average longer
side length of 20000 nm (MK-300 manufactured by CO-OP
Chemical Co., Ltd.).

Example A-3

As a layered silicate compound, mica (ME-100 manufac-
tured by CO-OP Chemical Co., L.td.) was prepared. A 1 mass
% aqueous solution of this mica was produced, and a part
thereofhaving an average longer side length of 10000 nm was
fractionated by a centrifuge (MX-301 manufactured by
TOMY), and then water was removed therefrom. A surface
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evaluated as in Example A-1 except for using thus obtained
montmorillonite.

Example A-7

A surface treatment agent was made and evaluated as in
Example A-1 except for using montmorillonite (Kunipia F
manufactured by Kunimine Industries Co., [.td.) having an
average longer side length of 2000 nm fractionated by a
centrifuge (MX-301 manufactured by TOMY).

Example A-8

A surface treatment agent was made and evaluated as in
Example A-1 except for using montmorillonite (Kunipia F
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manufactured by Kunimine Industries Co., L.td.) having an
average longer side length of 1000 nm fractionated by a
centrifuge (MX-301 manufactured by TOMY).

Example A-9

A surface treatment agent was made and evaluated as in
Example A-1 except for using stevensite having an average
longer side length of 50 nm (Sumecton SA manufactured by
Kunimine Industries Co., Ltd.).

Example A-10

A surface treatment agent was made and evaluated as in
Example A-1 except for using 0.99 g of mica (ME-100 manu-
factured by CO-OP Chemical Co., Ltd.) having an average
longer side length of 10000 nm fractionated by Example A-3
as a layered silicate compound and 0.01 g of lithium silicate
(LSS35 manufactured by Nissan Chemical Industries, Ltd.)
as a second silicate compound.

Example A-11

A surface treatment agent was made and evaluated as in
Example A-1 except for using 0.99 g of montmorillonite
(Kunipia F manufactured by Kunimine Industries Co., Ltd.)
having an average longer side length of 1000 nm fractionated
by Example A-8 as a layered silicate compound and 0.01 g of
lithium silicate (LSS35 manufactured by Nissan Chemical
Industries, Ltd.) as a second silicate compound.

Example A-12

As a layered silicate compound, stevensite (Sumecton SA
manufactured by Kunimine Industries Co., L.td.) was pre-
pared. A 1 mass % aqueous solution of this stevensite was
produced and put into a centrifuge (MX-301 manufactured by
TOMY), so as to fractionate a part thereof having an average
longer side length of 50 nm, and then water was removed
therefrom. A surface treatment agent was made and evaluated
as in Example A-1 except for using 0.99 g of thus obtained
stevensite as a layered silicate compound and 0.01 g of
lithium silicate (LSS35 manufactured by Nissan Chemical
Industries, Ltd.) as a second silicate compound.

Example A-13

A surface treatment agent was made and evaluated as in
Example A-1 except for using stevensite (Sumecton SA
manufactured by Kunimine Industries Co., L.td.) having an
average longer side length of 20 nm fractionated by a centri-
fuge (MX-301 manufactured by TOMY).

Example A-14

A surface treatment agent was made and evaluated as in
Example A-1 except for using stevensite (Sumecton SA
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manufactured by Kunimine Industries Co., [.td.) having an
average longer side length of 10 nm fractionated by a centri-
fuge (MX-301 manufactured by TOMY).

Comparative Example A-1

A silver substrate and a light-emitting device were made
without using any surface treatment agent and evaluated as in
Example A-1.

It is seen from Table 1 that the silver substrate and light-
emitting diode attain the hydrogen sulfide gas resistance in
each of Examples A-1 to A-14.

Synthesis of Stevensite
Examples of Synthesis

To a dispersion in which 60 g of colloidal silica (Ludox TM
50 manufactured by Sigma-Aldrich Co.) and 120 ml of dis-
tilled water were mixed, 20 ml of nitric acid was added. To the
resulting product, while a solution in which 91 g of magne-
sium nitrate (first-grade reagent) and 128 ml of distilled water
were mixed was added thereto with stirring, aqueous ammo-
nia (28 mass % aqueous solution) was dropped slowly. The
drop was stopped at a pH of 10, and the mixture was aged for
one night at room temperature, so as to yield a uniform
coprecipitate. Thereafter, water washing comprising addition
of distilled water, shaking, and solid-liquid separation was
repeated until there was no smell of ammonia. To the disper-
sion of the fully washed uniform coprecipitate, 25.4 ml ofa 10
mass % aqueous lithium hydroxide solution was added, and
they were mixed well, so as to yield a starting material slurry.
The starting material slurry was put into an autoclave and
subjected to a hydrothermal reaction for 48 h at 200° C. After
cooling, the reaction product was taken out from within the
autoclave, dried at 60° C., and then pulverized, so as to
synthesize smectites, classified into stevensite, having the
following average longer side lengths:

Average longer side length (nm): 1007, 950, 780, 190, 178,
140, 124, 120, 100

Examples B-1 to B-9

Surface treatment agents were made and evaluated as in
Example A-1 except for using smectites having the average
longer side lengths listed in Table 2.

Examples B-10 to B-12

Surface treatment agents were made and evaluated as in
Example A-1 except for using 0.99 g of smectites having the
average longer side lengths listed in Table 2 as a layered
silicate compound and 0.01 g of lithium silicate (LSS35
manufactured by Nissan Chemical Industries, Ltd.) as a sec-
ond silicate compound.

TABLE 2
Average Hydrogen  Hydrogen sulfide
longer side sulfide resistance of
length of resistance light-emitting
layered of silver device (emission
Layered silicate 2nd substrate intensity
silicate compound silicate (reflectance maintenance
compound (nm) compound drop ratio %) ratio %)
Example B-1 smectite 1007 — 5 95
Example B-2  smectite 950 — 5 95
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TABLE 2-continued
Average Hydrogen  Hydrogen sulfide
longer side sulfide resistance of
length of resistance light-emitting
layered of silver device (emission
Layered silicate 2nd substrate intensity
silicate compound silicate (reflectance maintenance
compound (nm) compound drop ratio %) ratio %)
Example B-3 smectite 780 — 5 95
Example B-4  smectite 190 — 5 95
Example B-5 smectite 178 — 5 95
Example B-6  smectite 140 — 5 95
Example B-7  smectite 124 — 5 95
Example B-8  smectite 120 — 5 95
Example B-9  smectite 100 — 10 90
Example B-10  smectite 1007 L.SS35 5 95
Example B-11  smectite 190 L.SS35 5 95
Example B-12  smectite 100 L.SS35 10 90

REFERENCE SIGNS LIST

1: light-emitting device; 10: substrate; 10a: substrate front
face; 12: support; 14: copper-plated sheet; 16: copper-plated
layer; 20: reflector (light-reflecting unit); 20a: inner periph-
eral surface; 2056: top surface; 20c: outer peripheral surface;
22: inner space; 30: blue LED (blue-emitting diode); 32:
die-bond material; 34: bonding wire; 40: transparent sealing
resin (transparent sealing unit); 42: fluorescent substance; 50:
silver sulfidation prevention film; L: silver surface treatment
agent

The invention claimed is:

1. A light-emitting device comprising a substrate having a
silver-plated layer; a light-emitting diode mounted on the
substrate; a film, provided on a surface of the silver-plated
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layer, containing a layered silicate compound; and a transpar-
ent sealing resin sealing the light-emitting diode, the trans-
parent sealing resin having a composition different than a
composition of the film.

2. The light-emitting device according to claim 1, wherein
the film has an organic matter content less than 0.5%.

3. The light-emitting device according to claim 1, wherein
a thickness of the film is 0.01 to 1000 pm.

4. The light-emitting device according to claim 1, wherein
acontent of the layered silicate compound in the film based on
a whole amount of the film is preferably at least 80 mass %.

5. The light-emitting device according to claim 4, wherein
the film has an organic matter content less than 0.5%.
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